
Customer Value
Proposition:

CHO-SHIELD ®  4994 and 4998 are 
smooth, highly conductive flexible 
silver-filled polyurethane coatings 
designed for military/aerospace airframe 
applications.  Both coatings provide 
superior adhesion, excellent solvent rub 
and wear resistance, and are resistant 
against numerous operational and 
environmental fluids. CHO-SHIELD 
4994 and 4998 can be applied to 
aluminum as well as non-conductive 
substrates and are designed to be used 
with primers and with external topcoat 
systems. CHO-SHIELD 1091 can be 
used as a primer for ensuring improved 
performance on aluminum substrates.

CHO-SHIELD® 4994 & 4998 
Conductive Flexible Coatings

Contact Information:
Chomerics Division
77 Dragon Court
Woburn, MA 01801

phone 781 935 4850
fax  781 933 4318
chomailbox@parker.com

www.parker.com
www.chomerics.com

Product Features:
CHO-SHIELD 4994: 3 hour pot 
life with 7 day full cure under 
ambient conditions.
CHO-SHIELD 4998: 1 hour pot 
life with 24 hour full cure under 
ambient conditions.
Both coatings can be cured 
under heat accelerated 
conditions within 4 hours.
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Designed for application by 
standard high volume low 
pressure spray equipment.
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Product
Information

Resin Polyurethane

Filler Silver

Color Metallic Light Brown

Mix Ratio
CHO-SHIELD® 4994              Mix [A]:[B]:[C]:[D] 100:18.33:1.36:20.91

CHO-SHIELD® 4998              Mix [A]:[B]:[C]:[D] 100:18.30:1.39:20.57

Cure Schedule
CHO-SHIELD® 4994

(1) 7 Days @ Standard Conditions (60-70ºF 40-60% RH)

(2) 2 Hours @ Standard Conditions + 2 hrs @ 130ºF

CHO-SHIELD® 4998
(1) 24 Hours @ Standard Conditions (60-70ºF 40-60% RH)

(2) 2 Hours @ Standard Conditions + 2 hrs @ 130ºF

Recommended Dry Film Thickness (DFT) 3.00 - 4.00 mil

Property Method** Typical Properties
Surface Resistance CEPS-0002 (Q/C) < .075 (Ω/Square)

Wet Density ASTM D1475 (Q/C) 2.1 (g/cc)

Pot Life ASTM D4212 (Q/C)
CHO-SHIELD® 4994 3.00 Hours

CHO-SHIELD® 4998 1.00 Hour

Solvent Rub Resistance CHO-TM 95-40-6013 (Q/C) Pass

Adhesion ASTM D3359 (Q/C) 5B

Wear Resistance (Taber) ASTM D4060 (Q) Wear Index:
Wear Cycles per Mil:

0.160 (mg/cycle)
1000

Pencil Hardness ASTM D3363 (Q) Scratch :
Gouge:

4H
2H

Shielding Effectiveness Modified Chomerics TP-08 (Q) > 85 dB (200 - 10,000 MHz)

Continuous Operating Temperature (Q) -40oF to + 185oF

VOC (Less H2O and Exempt Solvents) USEPA Method 24 (Q) 596 (g/l)

Typical Coverage via ASTM D2697 (Q) 250ft2/gal @ 3.0 mil Dry Film Thickness

Shelf Life (Q) 6 Months From Date of Manufacture

** Q= Qualification Test
    QC= Quality Conformance Test

Table 1 - Typical Physical Properties




